STECKVERSCHRAUBUNGEN - KUNSTSTOFF FUR ROHRLEITUNGEN

Push In - POM piping

Qﬁ@

Montage
rechtwinklig und gratfrei
abschneiden. Das Rohr bis zum An-
schlag einstecken. Das Halteelement
fixiert das Rohr im Verbinder. Durch den
O-Ring wird eine dichte Verbindung
hergestellt.

Rohr

Uberprﬂfen Sie, ob das Rohr sicher
eingesteckt ist. Dies ist durch Ge-
genziehen leicht méglich.

Demontage
Uberprifen Sie, ob das System drucklos
ist. Anschliessend kann das Rohr durch
zurick dricken des Halteelementes
geléstwerden.

Merkmale:
e Einfache und schnelle Installation
e Montage und Demontage ohne Werkzeug
e Mehrfaches Lésen und Klemmen
o Keine Nennweitenreduzierung
o Kein zusétzliches Dichtmaterial erforderlich

Technische Daten:

I\
O-Ring n O-Ring
Halteelement E Collet

Edelstahlzéhne Stainless Steel Teeth

@

Halteelement
zurtickdricken
@ Push in collet

Rohr entfernen
Remove pipe

Werkstoff:  Kunststoff POM Material:

Dichtung: lebensmittelechter Nitrit-O-Ring. Sealing:
Bei zyl. Ausfihrung ist eine
O-Ring-Dichtung montiert

Gewinde: BSP-Gewinde Threading:

BSPT-Gewinde

Betriebsdruck: 0 bis 10 bar Working pressure:

Temperatur: Gase -20°C bis +70°C Temperature:
Wasser  +1°C bis +65°C

Rohrwerkstoff:  zylindrisch BSPP mit O-Ringabdichtung Pipe types:

PU = Polyurethan
PA = Polyamid
PE = Polyethylen

weiche Messing, Kuper und Aluminiumrohre,
welche den Toleranzen entsprechen.

+0,05/-0,Tmm
15mm - 28mm

Rohrtoleranzen:
Rohraussendurchmesser:
Medium:

Druckluft, Gase, Vakuum, Flussigkeiten.
Chemische Besténdigkeit der eingesetzten
Materialien beachten.

Pipe tolerances:
Pipe dimensions:
Fluid:

Connecting

Cut the pipe square ensuring it is free of
score marks. Push the pipe into the Fitting,
to the pipe stop. The collet (gripper) has
stainless steel teeth which hold the pipe
firmly in position whilst the O-Ring
provides a permanent leak proof seal.

Pull on the pipe to check it is secure. It is
good practice to test the system prior to
leaving site and/or before use.

Disconnecting

Ensure system is depressurised before
removing fittings. Push in the collet
against the face of the fitting. With the
collet held in this position the pipe can be
removed. The fitting can then be re-used.

Features:
e Simple and fast installation
e Assembly and dismantling without tools
e Can be repeatedly released and re-clamped
o No reduction of nominal size
o No sealing compound required

Technical data:

Acetal copolymer POM
Nitrile rubber O-Ring
Male thread (parallel) with O-Ring

BSP thread

BSPT thread

0to 10 bar

Gas -20°Cto +70°C

Water +1°C to +65°C

PU =Polyurethan

PA = Polyamide

PE = Polyégthylen

Soft metal pipes including Alu, brass and
copper to the tolerances set out below.

+0,05/-0,1mm OD

15mm to 28mm OD

compressed air, liquid and gas, media,
vacuum.

Take care to the chemical steadiness of the
fluids.
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Gerade Einschraubverschraubung zylindrisch
Straight male adaptor (parallel)

G122 6,81 67.001.515
G122 18 46 12,5 36 30 7,00 67.001.518
G 3/4 22 46 15,0 36 32 7,17  67.001.522

Gerade Einschraubstecker zylindrisch
Stem adaptor (parallel)

G 12 4,42 67.002.515
G1/2 18 50 14,5 30 27 4,65 67.002.518
G1/2 22 60 14,5 30 27 4,75  67.002.522
G 3/4 22 52 17,0 40 37 6,81 67.003.522

Gerader Verbinder
Straight connector

4,68 67.004.515

18 65 32 7,40 67.004.518
22 71 36 8,59  67.004.522
28 91 50 20,36 67.004.528

Winkelverbinder
Equal elbow

6,37  67.005.515

18 60 60 44 8,26 67.005.518
22 67 67 49 9,46 67.005.522
28 85 85 44 21,79 67.005.528
T-Verbinder
Equal tee

8,44  67.006.515

18 89 61 44 11,59 67.006.518
22 98 67 49 12,97 67.006.522
28 121 85 60 26,03 67.006.528
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Gerader Reduzierstecker

Reducer
67.007.512
15 18 72 35 27 6,02 67.007.515
<L
i 18 22 72 35 32 6,37 67.007.518
O @ 22 28 82 36 36 16,97 67.007.522
r——l|
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- Wasserabscheider
Water trap tee

e}

17,55 67.008.522

B Verschlussstecker
Plug
SR N N ) o
67.008.215
18 28,2 5,0 40,0 2,84 67.008.218
B 22 32,0 4.7 40,3 2,98 67.008.222

Luftverteilerdose
Porting block

G1/2 7,74 67.009.512
Wanddose

Brass wing black elbow

G1/2 24,71 67.009.515

G 3/4 22 35,08 67.009.522
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Rohrklemme

Pipe clip

L o [esoma oD
15 1,78  67.009.215

18 2,47  67.009.218

22 2,52  67.009.222

28 2,98  67.009.228
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