
Quality

• 24 100%

• D

• N - -

• N

• H

• S -

• C

• H

Body

• H ,

L ®

• F EN 12165 EN 12164

Stem

• B -

• P PTFE

Sealing

• P PTFE - -

Threads

• EN 10226-1, ISO 228

Flow

• 100 %

Handle

• G ® PVC . H

• WARNING: /

Working pressure & temperature

• 65 (940 PSI) 1 , 40 (600 PSI) 1 -

• -40°C +170°C (-40°F +350°F)

• WARNING:

Options

• T-

• O

• S (1.4016 / AISI 430)

• P

• M

Upon request

• S / (1.4401 / AISI 316)

• G PTFE

• C

PED directive

• A 2014/68/UE A:

25

Approved by or in compliance with

• GOST-R (R )

• EAC – D (R , K , B )

• R HS C (EU)

NOTE: / .

s.33

IN
D
U
S
T
R
Y1/4 – 2 EN 10226-1,



1.1/4”- 2”

PART DESCRIPTION Q.TY MATERIAL

1 N 1 CW617N

2 S 2 PTFE

3 C 1 CW617N

4 N - 1 CW617N

5 N 1 CW617N

6 N 1 CW617N

7 G ® 1 CB4FF (EN10263-2)

8 P 1 PTFE

9 W 1 PTFE 25%

10 B PVC G ® 1 DD11 (EN10111)

B CE 1.1/4” 2” :

CE XXCODEXX C I-A

Pressure-temperature chart Pressure drop chart

A RuB .

F : . . /

XCES33 - 4266
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